
MAINTENANCE

EASY ACCESS
Daily maintenance has to be performed easily. There 
is one easy to open engine bonnet and the right-hand 
side cover is mounted on one hinge to open easily. 
This gives an access to all major elements: air filter, 
A/C compressor, radiator, refueling pump, battery, fuel 
tank, hydraulic oil tank, alternator, engine oil dipstick, 
water separator, coolant level, etc…

The fuses and relays are located under the seat 
and are easy accessible.

LONG SERVICE INTERVALS

Yanmar excavators are designed for working and therefore we increase the service intervals.

For our DPF (Diesel Particulate Filter) the DOC (Diesel Oxidation Catalyst) is maintenance free, 
and the SF (Soot Filter) needs only to be cleaned every 3000 hours, which reduces downtime.

1. Fuel filter with water separator / 2. A/C Compressor / 3. Air Filter / 4. Battery / 5. Fan Belts / 6. Refueling pump

1.

4.

2.

5.

3.

6.



EQUIPMENT

EQUIPMENT AND PERFORMANCE

Special paint | Bio oil | Additional counterweight | Proportional 3rd circuit’s lines until arm end | 1/2 circuit | Push-pull |  
Line high pressure for hydraulic quick coupler | 1 LED working lights on cabin behind | 1 LED flashing rotary fixed on cabin |  
Beacon light with magnetic base

COMFORT AND EASE OF USE

Skaï seat

SAFETY AND DURABILITY

Anti-theft device (key / keypad) | FOPS 2 Protection bars on cab roof + front bars | Kit bolted pads, durable reinforced  
and cut resistant rubber

[ OPTIONAL EQUIPMENT ]

[ STANDARD EQUIPMENT ]

PERFORMANCE

4TNV98C-WBV2 Yanmar diesel | Meets Stage V | Particle filter | Auto-Idle System (auto deceleration) | Eco mode | Proportional 3rd hydraulic 
circuit lines to boom end on right joystick | Potentiometer on 3rd circuit to regulate oil flow | Automatic 2nd speed | 2 LED working lights on 
cabin

COMFORT

LCD interface | Cabin ROPS FOPS 1 | Comfort seat with pneumatic suspension | Adjustable wrist supports | Foot rests | Sliding double  
right side window | Transparent upper front part | Air conditioning | Radio with USB connection | 2 x 12V outlets | Wide travel pedals |  
Windshield with two fully retractable parts | Windshield washer | Storage boxes | Secure document storage | Cup holder

SAFETY AND DURABILITY

VICTAS Crawlers | Handrails | Seat belt with retractor | Evacuation hammer | Anchor points | 4 mirrors | Horn | Travel alarm

MISCELLANEOUS

Electric refueling pump | Operator's manual | Spare parts manual | Grease pump | Tool box

Yanmar gives you the accessories that fit your needs and match the safety standards in force in your country: mechanical quick coupler, 
hydraulic quick coupler, ditching buckets, swinging buckets, backhoe bucket, hydraulic hammer…

[ ATTACHMENTS ]



DIMENSIONS

A Overall length 5850 mm H Overall blade width 2270 mm

A’ Overall length with blade at the back 6200 mm I Overall blade height 435 mm

B Overall height 2680 mm J Blade distance 1830 mm 

C Overall width 2270 mm K Max. lifting height above the ground 440 mm

D Length of track on ground 2290 mm L Max. lowering depth from the ground 380 mm

E Undercarriage length 2890 mm M Minimum ground clearance 390 mm

F Lane 1870 mm N Ground clearance under counterweight 700 mm

G Track width 450 mm

A Max. digging depth - Blade lifted 4180 mm H Boom off set base to left 1060 mm

B Max. digging depth - Blade lowered 4450 mm I Boom off set base to right 870 mm

C Max. digging reach on ground 6370 mm J Arm length 1680 mm

D Max. digging reach 6520 mm K Front minimum turning radius 1320 mm

E Max vertical wall 3690 mm M Rear swing radius 1139 mm

F Max. unloading height 5540 mm M' Rear swing radius with additional counterweight 1265 mm

G Max. cutting height 7530 mm

Subject to technical modifications. Dimensions in mm with specific Yanmar bucket.
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LIFTING FORCE

Standard counterweight, standard arm
Blade on ground

A Max. 5 m 4 m 3 m 2 m
B

6 m *2840 *2840 - - - - *2835 *2835 - -
5 m *2425 *2425 - - *2460 *2460 *2680 *2680 - -
4 m 1315 *2170 - - 2080 *2390 *2920 *2920 - -
3 m 1065 *2080 1195 *2170 1795 *2580 *3245 *3245 - -
2 m 970 *2065 1140 *2250 1650 *2740 2520 *3740 - -
1 m 905 *2040 1070 *2295 1490 *2890 2195 *3805 - -
0 m 925 *2020 1020 *2225 1395 *2885 2090 *3680 - -
-1 m - - 985 *1950 1325 *2620 2000 *3250 *3665 *3665
-2 m 1225 *1785 - - 1350 *2075 2050 *2645 *3060 *3060
-3 m *1275 *1275 - - - - *1305 *1305 - -

Standard counterweight, standard arm
Blade above ground

A Max. 5 m 4 m 3 m 2 m
B

6 m *2840 *2840 - - - - *2835 *2835 - -
5 m *2425 *2425 - - *2460 *2460 *2680 *2680 - -
4 m 1300 1390 - - 2040 *2390 *2920 *2920 - -
3 m 1075 1140 1210 1280 1795 1945 *3245 *3245 - -
2 m 950 1035 1135 1230 1660 1785 2540 2805 - -
1 m 905 960 1065 1140 1500 1600 2260 2470 - -
0 m 910 965 1010 1070 1385 1520 2055 2335 - -
-1 m - - 975 1100 1330 1495 1985 2255 *3665 *3665
-2 m 1190 1265 - - 1365 1450 1995 2205 *3060 *3060
-3 m *1275 *1275 - - - - *1305 *1305 - -

Additional counterweight, standard arm
Blade on ground

A Max. 5 m 4 m 3 m 2 m
B

6 m *2840 *2840 - - - - *2835 *2835 - -
5 m *2425 *2425 - - *2460 *2460 *2680 *2680 - -
4 m 1490 *2170 - - 2305 *2390 *2920 *2920 - -
3 m 1225 *2080 1360 *2170 2020 *2580 *3245 *3245 - -
2 m 1120 *2065 1310 *2250 1880 *2740 2875 *3740 - -
1 m 1055 *2040 1240 *2295 1720 *2890 2550 *3805 - -
0 m 1080 *2020 1190 *2255 1625 *2885 2440 *3680 - -
-1 m - - 1150 *1950 1550 *2620 2350 *3250 *3665 *3665
-2 m 1425 *1785 - - 1580 *2075 2400 *2645 *3060 *3060
-3 m *1275 *1275 - - - - *1305 *1305 - -

Additional counterweight, standard arm
Blade above ground

A Max. 5 m 4 m 3 m 2 m
B

6 m *2840 *2840 - - - - *2835 *2835 - -
5 m *2425 *2425 - - *2460 *2460 *2680 *2680 - -
4 m 1450 1575 - - 2270 *2390 *2920 *2920 - -
3 m 1235 1305 1380 1455 2025 2180 *3245 *3245 - -
2 m 1100 1190 1305 1405 1885 2020 2890 3160 - -
1 m 1055 1110 1235 1315 1730 1835 2610 2830 - -
0 m 1065 1125 1180 1250 1615 1750 2405 2695 - -
-1 m - - 1145 1270 1560 1730 2335 2610 *3665 *3665
-2 m 1390 1470 - 1595 1685 2345 2565 *3060 *3060
-3 m *1275 *1275 - - - - *1305 *1305 - -

Tipping load, 
rating over front

Tipping load, 
B rating over side 90°
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SPECIFICATIONS

MAINTENANCE FREQUENCY
[ Change engine oil and filter: 500 hours ]  [ Change fuel filter: 500 hours ]  [ Change hydraulic oil filter: 1000 hours ]   
[ Change cooling fluid: 2000 hours ]  [ Cleaning particle filter: 3000 hours ]  [ Change particle filter: 9000 hours ]

Weight Ground pressure
Operating weight (rubber tracks) 8,200 kg 0,365 kg/cm²
Transport weight (rubber tracks) 8,125 kg 0,361 kg/cm²
With steel tracks 8,180 kg 0,366 kg/cm²
With additionnal counterweight + 400 kg 0,382 kg/cm²
With FOPS II protection + 100 kg 0,369 kg/cm²

[ WEIGHT +/- 2% (EN STANDARDS) ]

Maximum pressure 255 bar
1 double piston pump with variable flow 2 x 70,3 l/min
1 gear pump 59,8 l/min
1 gear pump for pilot line 19 l/min

[ HYDRAULIC SYSTEM ]

PTO
Theoretical data at 1900 rpm
Pressure Oil flow

2 ways 250 – 1,5 bars 18,3 – 125 l.min-1

1 way 250 – 1,5 bars 18,3 – 125 l.min-1
Oil flow decreases as 
the pressure increases

Type 4TNV98C-WBV2
Fuel Diesel
Net Power 39,3 kW (at 1900 rpm)
Gross Power 41,4 kW (at 1900 rpm)
Displacement 3,318 l
Maximum torque 229 ~ 241 N.m
Cooling Liquid
Starter 3 kW
Battery 12V - 92 Ah
Alternator 12V - 80 A

[ ENGINE ]

Number of top rollers 1
Number of bottom rollers 5
Track tensioning system Using grease pump

[ UNDERCARRIAGE ]

Fuel tank 115 l
Coolant 9 l
Engine oil 11,2 l
Hydraulic circuit 112 l
Hydraulic tank 60 l

[ CAPACITIES ]

Travel speed 2,7 / 4,8 km/h (2,5 / 4,5 km/h with steel tracks)
Rotation speed 10 rpm
Digging force (arm) 40,6 kN
Digging force (bucket) 56,9 kN
Traction force 72,6 kN
Gradability 25°
Noise level (2000/14/CE & 2005/88/CE) 80 dB(A) (LpA) / 97 dB(A) (LwA)

[ PERFORMANCE ]



Yanmar Construction Equipment Europe
25, rue de la Tambourine, 52100 SAINT-DIZIER
France

ycee-contact@yanmar.com

www.yanmarconstruction.eu

GB_B7-6_0117
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